
EACH LD4 WILL COMPENSATE 1/4" PER FOOT OF SLOPE (2%) AND ADD 1/4" TO THE OVERALL HEIGHT OF A PEDESTAL. A
MAXIMUM OF 4 LD4s MAY BE STACKED BELOW A PEDESTAL IN ORDER TO COMPENSATE FOR SLOPES FROM 0" TO 1" PER
FOOT (0-8%).

STACK LD4s AND ROTATE IN RELATION TO EACH
OTHER TO COMPENSATE FOR A RANGE OF SLOPE.

ADJUSTS FOR 1/4" PER FOOT (2%) OF SLOPE COMPENSATION

PLACE LD4 WITH RIDGES FACING UP

ROTATE

FINGER
TAB(S)

FINGER TAB

POINT BOTH FINGER TABS DOWN HILL
FOR MAXIMUM SLOPE COMPENSATION.

1/2"

2x LD4s FOR 0" - 1/2" PER
FOOT (0% - 4%) SLOPE

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS
1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.
2. DRAWINGS NOT TO SCALE.
3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com
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LD4 BASE LEVELER
SLOPE COMPENSATION FROM 0" TO 1" PER FOOT


	Sheets and Views
	Model


